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HMM & AH905
Inserts for Super Alloy Turning

Maximize productivity in machining Super Alloy !
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: Inconel 718-T6
  (40 ~ 44 HRC)
: CNMG120408-**
: ACLNL2525M12-A
: Vc = 56 m/min
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Vc (m/min) ap (mm)
          

f (mm/rev)

HMM AH905 50 (20 - 100) 0.5 - 1.5 - 3.0 0.1 - 0.2 - 0.3

Chipbreaker for improved machining

Features

Stable chip control in wide 
range of condition

Excellent tool life

Cutting performance

Cutting time (min)
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 After 10 minutes After 12 minutes After 14 minutes

 Competitor A Competitor B

Standard cutting condition

Special designed 3-D chipbreaker for 
super alloys

 Reducing the cutting force by 
the narrow land and dots on rake 
face for low friction. (See the 
fi gure on right)

:contact area with chip

Dots

Competitor B

Competitor B

Competitor B

Competitor A

Feed: f (mm/rev) Feed: f (mm/rev)

D
ep

th
 o

f c
ut

: a
p

 (m
m

)

D
ep

th
 o

f c
ut

: a
p

 (m
m

)

Super Alloy

Super Alloy

Low cutting
force

Work material

Insert
Toolholder
Cutting Speed

Work material
Insert
Toolholder
Cutting speed
Depth of cut
Feed

 Work material Chipbreaker Grade Cutting speed Depth of cut Feed
   

Ni-base Alloys 
(Inconel 718 etc) 

Cutting time

: Inconel 718-T6 (40 ~ 44 HRC)
: CNMG120408-**
: ACLNL2525M12-A
: Vc = 56 m/min
: ap = 0.7 mm
: f = 0.2 mm/rev

Low cutting
force
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f - ap
ød s ød1 rε AH905

HMM CNMG120404-HMM
12.7 4.76 5.16

0.4 �

* CNMG120408-HMM 0.8 �

CNMG120412-HMM 1.2 �

CNMG160608-HMM
15.875 6.35 6.35

0.8 �

CNMG160612-HMM 1.2 �

CNMG160616-HMM 1.6 �

DNMG150404-HMM
12.7 4.76 5.16

0.4 �

* DNMG150408-HMM 0.8 �

DNMG150412-HMM 1.2 �

* SNMG120408-HMM
12.7 4.76 5.16

0.8 �

SNMG120412-HMM 1.2 �

TNMG160404-HMM
9.525 4.76 3.81

0.4 �

* TNMG160408-HMM 0.8 �

TNMG160412-HMM 1.2 �

WNMG080404-HMM
12.7 4.76 5.16

0.4 �

* WNMG080408-HMM 0.8 �

WNMG080412-HMM 1.2 �

VNMG160404-HMM
9.525 4.76 3.81

0.4 �

* VNMG160408-HMM 0.8 �

VNMG160412-HMM 1.2 �
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AH905
15 93.0 2.9 (Al,Ti)N 1.5

S05 - S15

T U N G A LOY

Note: Cross section of chipbreaker is of * marked inserts.

  Chipbreaker              Dimensions (mm)  Grade 
    Insert Cat. No.    
 Application Appearance    I.C.dia Thick-  Hole dia Corner R Coated  
    (Metric)  ness 
  (Cross section)

Grade
AH905 AH905  New PVD coated grade

Specifi ed grade for Super Alloy turning
New (Al, Ti)N layer has high oxidation 
resistance. This shows excellent wear 
resistance for super alloy.

Fine grain cemented 
carbide
Provides high impact 
resistance

New (Al,Ti)N coating

For Super 
alloys

For turning super alloy
Excellent cutting edge strength and wear 
resistance

 Appli- Grade  Substrate   Coating layer     
         Features
 cation ISO application code  Hardness (HRA) T.R.S. (GPa)   Thickness (µm)   

Specifi c 
gravity

Main
composition

Super Alloy

Super Alloy

Long
tool life

Inserts

Special Surface Technology

Smooth insert surface prevents chip 
adhesion and improves chip fl ow

a p
 (m

m
)

f (mm/rev)



DNMG150408-HMM AH905 CNMG120408-HMM AH905

100 45

0.13 0.25

2.0 1.0

10

8

6

4

2

0

3

2

1

0
HMM & AH905 HMM & AH905

54 mm19
 m

m

15
 m

m

51 mm

11
4 

m
m

Practical Examples

Produced from Recycled paper

Distributed by:

ISO 9001 certifi ed ISO 14001 certifi ed
QC00J0056 EC97J1123
Tungaloy Corporation Tungaloy Group
  Japan site and Asian
  production site
18/10/1996 26/11/1997

Nov. 2010 (TJ)

Work piece type

Insert

Work material

 Cutting speed : Vc (m/min)

 Feed : f (mm/rev)

 Depth of cut : ap (mm)

 Coolant 

Results
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Nozzle Engine component

Hastelloy X Inconel 718

Water soluble Water soluble

Doubled 
tool life !

Tool life, 
almost 

doubled !

Competitor Competitor

Machining is very stable and tool life 
was extended.

Even with 150% higher feed, cutting edge 
has no chipping, and tool life is very stable.

Tungaloy Cutting Tool (Shanghai) Co.,Ltd.
Phone: +86-21-3632-1880 Fax: +86-21-3621-1918
http://www.tungaloy.co.jp/tcts/

Tungaloy Cutting Tool (Thailand) Co.,Ltd.
Phone: +66-2-714-3130 Fax: +66-2-714-3134
http://www.tungaloy.co.th/

Tungaloy Singapore (Pte.),Ltd.
Phone: +65-6391-1833 Fax: +65-6299-4557
http://www.tungaloy.co.jp/tspl/

Tungaloy India Pvt. Ltd.
Phone: +91-22-6124-8804 Fax: +91-22-6124-8899
http://www.tungaloy.co.jp/in/

Tungaloy Korea Co., Ltd
Phone: +82-2-6393-8930 Fax: +82-2-6393-8952
http://www.tungaloy.co.jp/kr/

Tungaloy Malaysia Sdn Bhd
Phone: +603-7805-3222 Fax: +603-7804-8563
http://www.tungaloy.co.jp/my/

Tungaloy Australia Pty Ltd
Phone: +612-8850-5377 Fax: +612-8850-6988
http://www.tungaloy.co.jp/au

Tungaloy Corporation (Head offi ce)
11-1 Yoshima-Kogyodanchi
Iwaki-city, Fukushima, 970-1144 Japan
Phone: +81-246-36-8501 Fax: +81-246-36-8542
http://www.tungaloy.co.jp/

Tungaloy America, Inc.
Phone: +1-888-554-8394 Fax: +1-888-554-8392
http://www.tungaloyamerica.com/

 Tungaloy Canada
 Phone: +1-519-758-5779 Fax: +1-519-758-5791
 http://www.tungaloyamerica.com/

Tungaloy de Mexico S.A.
Phone: +52-449-929-5410 Fax: +52-449-929-5411
http://www.tungaloyamerica.com/

Tungaloy do Brasil Comércio
de Ferramentas de Corte Ltda.
Phone: +55-19-38262757 Fax: +55-19-38262757
http://www.tungaloy.co.jp/br/

Tungaloy Germany GmbH
Phone: +49-2173-90420-0 Fax: +49-2173-90420-19
http://www.tungaloy.de.

Tungaloy France S.A.S.
Phone: +33-1-6486-4300 Fax: +33-1-6907-7817
http://www.tungaloy-eu.com/

Tungaloy Italia S.r.I.
Phone: +39-02-252012-1 Fax: +39-02-252012-65
http://www.tungaloy-eu.com/

Tungaloy Czech s.r.o
Phone: +420 532 123 391 Fax: +420 532 123 392
http://www.tungaloy.co.jp/cz/

Tungaloy Ibérica S.L.
Phone: +34 93 1131360 Fax: +34 93 1131361
http://www.tungaloy.co.jp/es/

Tungaloy Scandinavia AB
Phone: +46-462119200 Fax: +46-462119207
http://www.tungaloy.co.jp/se/

LLC Tungaloy Rus
Phone: +7 4722 33 97 23 Fax: +7 4722 33 97 23
http://www.tungaloy.co.jp/ru/

Tungaloy Polska Sp. z o.o
Phone: +48-22-617-0890 Fax: +48-22-617-0890
http://www.tungaloy.co.jp/pl/

Tungaloy UK Ltd
Phone:+44 121 244 3064 Fax: +44 121 270 9694  
http://www.tungaloy.co.jp/uk 


